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1. SETTING UP THE ADAPTER FOR THE FIRST TIME
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Mount the adapter ring 1  with the thumb open 
to the daytime rifle scope 2  as shown on the 
image.
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Close the thumb 5  as shown on the image.
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Check if the adapter is firmly attached to the day-
time rifle scope and if so tighten the M2.5 screw 

6  using the 1.3 mm hex key 7  till the full stop. 
If the adapter is loose, repeat the steps from 2 to 3 
by achieving the desired result.
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Use the 3 mm hex key 3  to tighten the M4 screw 
4  by rotating it clockwise.
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Image of a properly installed adapter.

2.  INSTALLATION OF  CLIP-ON IN  FRONT  OF  THE  
DAYTIME RIFLE SCOPE
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Image of a properly installed clip-on.

Turn the adapter ring 2  clockwise and screw it 
into the thread 1 , located on the back side of 
the device until stops.
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Turn the fixed adapter ring 3  clockwise and 
screw it on the thread of the clip-on 2 .
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Position the clip-on thermal device 2  to  the  
daytime rifle scope 4  with the control buttons 
located on top. 
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Put the clip-on thermal device with the fixed 
adapter on the front of the daytime rifle scope 

4  and fix it with the adapter thumb 5 .
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